Product Specification

	Internal S&C

product name

(product number)
	SUPER HYDRO (reg. set)
consisting of

A-MEDIUM SUPER HYDRO Base

and

A-MEDIUM SUPER HYDRO Catalyst

(713)
	

	Type of material
	Regular viscosity impression material, super hydrophilic
	

	Kind of material
	Addition curing impression material on vinyl polysiloxane base


	

	Recommended medical device classification
	Class I (93/42 EEC)
	

	Relevant standards


	ISO 4823 : 2000
	Type 3

(light bodied consistency)

	
	Parameter

	Typical Values



	Typical composition

Appearance

Physical properties

Storage

Shelf life
	Polydimethyl polymethyl hydrogen siloxane;

Polydimethyl polymethyl vinyl siloxane; silica and paraffine

Form

Colour

Odour

Specific gravity (20 °C; 68 °F)

Mixing time

Total working time ( 23 °C; 74 °F)
Setting time (35 °C; 95 °F)

Recommended time in mouth

Contact angle (water) 

Polymerisation shrinkage after 24 h

Elastic Recovery

Strain in compression

Shore-A-Hardness
(1h)


(24 h)

From the date of manufacture 
	paste

different

odourless

1.32 g/cm3
automix

( 2:00 min

( 4:00 min

3:00 min

( 20°

0.05 – 0.3 %

( 99.4 %

2.8-4.1 %

49-56

52-59

< 25 °C (78 °F)

2 years
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